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mechanical tests

Tensile and tear strength test	

n	 DIN 53504 
n	 ISO 34-1 
n	 VDA 675 205, VDA 672 254 
n	 DIN EN ISO 527-1 to -5 
n	 DIN EN ISO 1798

torsion test

n	 ISO 6721 
n	 BMW TL 7 031 125.4

impact test: CHARPY, IZOD, DYNSTAT 

n	 DIN EN ISO 179 
n	 DIN EN ISO 180 
n	 DIN 53435 

bending test 

n	 DIN EN ISO 178 
n	 DIN EN ISO 310 
n	 DIN EN ISO 14125 
n	 DIN 53435

Shore-, Micro- and Ball 	Indentati-
on Hardness Tests

n	 DIN 53505 
n	 VDA 675 202 
n	 DIN EN ISO 2039

compression test

n	 VDA 675 219 
n	 DIN EN ISO 1856 
n	 DIN EN ISO 3386

and many more

The mechanical impact on a material has significant influence on its stability. In a mechanical test, the properties of foams, elasto-
meres, thermoplastics and fibre composites are tested. Here, tests can be conducted in different climates and temperature ranges 
from -40 to 180°C.
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The following is an extract from our range of services for this  
test spectrum

SGS is the world’s leading inspeCtion, verification, testing and certification company. SGS is recognised as the  
global benchmark for quality and integrity. With more than 67,000 employees, SGS operates a network of over 1,250 
offices and laboratories around the world.

GLOBAL  
www.automotive.sgs.com 
auto.global@sgs.com

EUROPE  
Germany - Herten 
t +49 2366 305 - 647 / +49 2366 305 - 645 
automotive.testhouse@sgs.com

ASIA  
China - Shanghai 
t +86 021 6119 6462 / +86 021 6119 6469 
sh.auto@sgs.com

China - Guangzhou 
t +86 020 8215 5577 / +86 020 8215 5566 
gz.auto@sgs.com

India - Gurgaon 
t +91 124 6776000-09 
autotesting.india@sgs.com

India - Pune 
t +91 2135 615300 
autotesting.india@sgs.com


